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Mechanical Seal in Viton
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DISCOVERY

SELF-PRIMING PUMP

«Self-priming centrifugal electric pump for swimming pools. Self-priming at 2 m.
« Built-in pre-filter of great capacity (8 litres).

« Pre-filter with transparent lid in polycarbonate which allows easy observa-
tion of the pre-filter basket. The pre-filter is closed with a knob system of easy
accessibility.

« Pump body made in polypropylene reinforced with fibreglass, resistant to the
chemical products in the swimming pool, guaranteed to last a long time.

« Mechanical seal in graphite and ceramics.

« Motor shaft manufactured in stainless steel AlSI 316L.

« Motor with IP-55 protection, at 2.850 rp.m. Tension of mains feed at
230/400V-50Hz three-phase (Ask for 400/690V-50Hz versions).

« Possibility of 60Hz upon request.

« Possibility of IE2 Efficiency Motors upon request.

« Versions of 3HP. 4HP and 5,5HP.

« Suction connection /90 mm, return connection 975 mm. Both supplied with

bush connections.
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CODE POWER DIMENSIONS WEIGHT GROSS VOLUME
kw v A B C D E F 6 H L Ky m’
DY350T 2,2 3 300 160 @90 @75 368 320 264 431 713 24 0.12
DY400T 2,9 4 300 160 @90 @75 368 320 264 431 743 27 0.12
DYs50T 4 5,5 300 160 @90 @75 368 320 264 431 743 29 0.12
« High Flow Plastic pumps.
S E R | E A L AS « Centrifugal electric pumps for swimming pools, with built-in pre-filter, ideals
I for high flow at low pressure.
« Pre-filter with transparent lid in polycarbonate which allows easy observa-
ATLAS PUMP WITH PRE-FILTER tion of the pre-filter basket. The pre-filter is closed with a knob system of easy
accessibility.
« Pump body and pre-filter made in polypropylene reinforced with fibreglass,
resistant to the chemical products in the swimming pool, quaranteed to last
along time.
« Bronze, plastic or stainless steel impeller, according to model.
« Motor shaft manufactured in stainless steel AlSI 316L.
« Pre-filter basket in stainless steel too.
« Motors with IP-55 protection, at 2.850 r.p.m. Tension of mains feed at
230/400V-50Hz or 400/690V-50Hz (7,5, 10 and 12,5 HP) three-phase.
« Versions from 4HP to 12,5HP.
« Possibility of AlSI 3161 stainless steel impellers upon request.
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CODE VOLTAGE ~ POWER DIMENSIONS WEIGHT GROSS VOLUME
kW 4] A B [1]8 D F G H L Kg m’
ATod00 230/400 2,9 4 375 255 90 405 470 330 200 535 820 46 0,252
ATos50 230400 4 5,5 375 255 110 405 470 330 200 535 840 51 0,252
ATorso-E s00/ees 5,5 7,5 375 255 110 405 470 330 200 535 840 57 0,252
ATI900-E 200/ 74 10 375 255 110 405 470 330 200 535 910 68 0,252
ATao.E 2oe00 9,2 12,5 375 255 110 405 470 330 200 535 955 72 0,252



