Commercial Pump BRI

FOR HEAVY DUTY APPLICATIONS
EFFICIENCY UP TO 89%

For fresh water commercial pools

Product Features

1. Castiron body with AISI-304 stainless basket

2. Optional AlSI-304 stainless steel or cast iron
impellers depending on requirement.

3. Asynchronous, two-pole motor

4. Class insulation: 130(B)

5. IPX5 Waterproof standard

6. Built-in thermal protection

7. Overload protfection

8. Available in 380V/50Hz

9. Testing Pressure 50PSI (3.5 Bar)

10. Basket Volume 5 litres
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SE Series Commercial Pump

Technical Information:

U.S.g.p.m
H(m) 60 120 180 240 300 360 420 480 540 600 660 H(f)
30 ] 100
28 i ==
% I 90
4 i 80
. T
% &5 L 70
18 = = 60
12 e g =1 B =l 50
12 TanammERSEE 40
10 MRS 230
8 DIEM PE
6 —+ 20
4 SHRA
5 10
0 0 10 20 0 40 50 60 70 80 90 100 110 120 130 140 150 OQ(mﬁ/h)

0 250 500 750 1000 1250 1500 1750 2000 2250 2500 Q(LPM)
Remark: The performance curve above is for 50Hz, 2850rpm models

AlSI-304 Stainless Steel Impeller
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Head (m)
Model Input Current | Noise
50Hz kW, AMP dB
(kW) (AMP) (dB) FIOW Rate (m3/h)

SE5.5 4.70 55 425 25
SE7.5 6.40 9 76 775 71 625 525 40 20
SE10 8.60 14 75 1115 104 97 85 75 55

SE Commercial Pump is designed for large
swimming pools, spa pools and water features

Code
et (9 -

SE15 12.40 18 78 1375 1325 1265 120 110 101

88026816 SE5.5 3"/90mm 5.5hp 380-420 DN80 DN80
88026811 SE7.5 3"/90mm 7.5hp 55 380-420 100 860 415 DN80 DN80
88026812 SE10 4" [110mm 10hp 7.5 380-420 118 915 445 DN100 DN100
88026813 SE15 4" [ 110mm 15hp 11.0 380-420 130 945 445 DN100 DN100
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