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96401979 UPS 40-180 F 50 Hz
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‘UPS 40-180 F, 3*400 V, 50Hz
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Pumped liquid = Water
Density = 998.2 kg/m3
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Company name:

AVIN PUMP

Flange standard:
Pipe connection:
Pressure stage:
Port-to-port length:

Liquid:
Pumped liquid:
Liguid temperature range:

Electrical data:

Power input in speed 1:
Power input in speed 2:
Max. power input:
Mains frequency:
Rated voltage:

Current in speed 1:
Current in speed 2:
Current in speed 3:
Cos phiin speed 1:
Cos phi in speed 2:
Cos phi:

Insulation class (IEC 85):
Motor protec:
Thermal protec:

Controls:
Relay:
Pos term box:

Others:

Net weight:
Gross weight:
Shipping volume:

Range of ambient temperature:
Maximum operating pressure:

Enclosure class (IEC 34-5):

273 ..313 K
1000 kPa
DIN

DN 40

PN 6/PN 10
250 mm

Water
263 ..393 K

490 W
570 W

770 W

50 Hz

3 x400-415V
0.82 A
0.94 A
1.3A

0,86

0,86

0,85

X4D

H
CONTACT
external

without relay
1.30H

22.6 kg
22.8 kg
0.034 m3

0.2
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Description Value [:'1] ‘UPS 40-180 F, 3*400 V, 50Hz ﬁ’}:]
Product name: UPS 40-180 F 1 g:':spitey":"ggg’_;:gvﬁ?
Product No: 96401979 i‘;"
EAN number: 5708601059056 11:
. 10
Technical: 94 90
Speed no: 3 8- 80
Head max: 18 m 74 70
Approvals on nameplate: TSE,GOST2 6 60
5 50
Materials: g‘ “3‘8
Pump housing: Cast iron 2: :20
EN-JL1040 N I
ASTM 35 B - 40 B 0 ' I G N
Impeller: Stainless steel 0 5 10 15 20 Q [m¥h]
DIN W.-Nr. 1.4301 [kp\;l\-/]-'
AIS| 304
0.6
Installation:

145

68 254

250

125

4x 014/019

[ ] [ ] e ] [ o | o

naEnEinaEniEngin;

T1 T2 1 L3 L2 L1

otpgi

0 no
13 L2 L1

L

N

K
Stop [_
K

Start [_

Printed from Grundfos CAPS [2013.01.087]

22



http://net.grundfos.com/Appl/WebCAPS/Details?productnumber=96401979&freq=50&lang=ENU



